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Key-System – Replacement
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Engage the Service-Key into the 
Key-Valve E. Turn counter-clockwi -
se to unscrew the Key-Valve from 
the Key-Adapter.

Flush with a bucket of water containing cleaner.
1) Use concentrated acid cleaner.
2) Scrub thoroughly, using a brush.
3) Flush with a bucket of water containing cleaner.

Dispose the Key-Valve E as normal 
waste.

With a slight counterclockwise
twist, engage the Service-Key into 
the new Key-Valve E.

Using the Service-Key, screw the 
Key-Valve E clockwise into the 
Key-Adapter until the valve sits 
evenly.

Activate the new Key-Valve E by flushing about
5 litres of soapy water.
Spray urinal with pH neutral cleaner *.
Do not wipe afterwards.

As soon as the green Key-Ring 
is empty, the Key-Valve E needs 
to be replaced. This occurs after 
approximately 7’500 usages.

* Use a mild surfactant based
and pH neutral cleaner (0-15%
anionic and/or non ionic 

 

surfactants). Uncritical additives
are enzymes, perfume, oils,
dyes, inhibitors, etc.

CAUTION: No use of harsh
cleaner as for instance chlorine
or bleaches as well as no
solvent based cleaning
agents. No use of acids or 
alkalines.


